
LED光源ドライバー （コントローラー）
Doric社製のLED光源ドライバーは下記制御⽅法でチャンネルごとに独⽴して制御することができます。
付属のソフトウェア Doric Neuroscience Studioを使⽤すると、任意のパルスシグナルを作成することができます。
使⽤するLED光源の数に合わせてお選びください。使⽤しないポートは空きポートとしても問題ありません。

スタンドアローン時 制御⽅法︓CW（連続光）/ 外部アナログ電圧 / 外部TTL
ソフトウェア使⽤時 制御⽅法︓CW（連続光）/ 外部アナログ電圧 / 外部TTL / 内部作成TTL / 内部作成任意パルス
Low power mode︓最⼤電流値が200mAにセットされ、低出⼒制御時の光出⼒安定性が向上するモードを搭載しています。

LED光源接続 ︓M8 4ピンコネクタ
外部⼊⼒コネクタ ︓BNC
外部⼊⼒コネクタ数︓チャンネル数と同数
PC接続 ︓USB（制御ソフトウェア付属）

最⼤電流値 ︓1000mA
⼊⼒BNC（変調⽤） ︓0-5V TTLまたはアナログ電圧（400mA/V）
出⼒BNC（モニタ⽤）︓0-5V（2.5V/A）

・1チャンネルモデル︓LEDD_1
・2チャンネルモデル︓LEDD_2
・4チャンネルモデル︓LEDD_4
・8チャンネルモデル︓LEDD_8
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光ファイバー出⼒ LED光源｜オプトジェネティクス & 蛍光照明⽤
Connectorized LED Light source｜for optogenetics & fluorescence

CLED⽤ ブレッドボード

ファイバー出⼒LED光源（CLED）を
２つセットできます。
⾼出⼒時に出⼒を安定化するための
ヒートシンクとなるブレッドボードです。

関連製品

光ファイバー出⼒ 半導体レーザー（LD）
405nm, 450nm, 473nm, 488nm, 520nm, 638nm

Ce:YAG光源（広帯域可視光光源）
500nm〜650nm
バンドパスフィルターで切り出し可能

LED光源 Q&A

Q. 使⽤したい波⻑のLED光源がありません。
A. LED光源は記載波⻑を中⼼に+/-数nmから+/-数10nmの波⻑幅を

もつ光源です。
実際の中⼼波⻑も個体によりカタログ値より数nmずれることもあり
ます。中⼼波⻑とバンド幅を参考に使⽤されたい波⻑に最も近い
モデルをお選びください。
またレーザー光源、Ce:YAG光源の波⻑もご確認ください。
右の図は代表的な波⻑とそれに対応する光源のリストです。

Q. LED光源、レーザー光源、Ce:YAG光源のどれが適していますか。
A. 波⻑と出⼒を考慮して選ぶ必要があります。

各種蛍光タンパク質の励起波⻑には、ある程度の幅がありますので、
その励起波⻑範囲で必要なパワーを考慮してお選びください。
ファイバーフォトメトリーなどアプリケーションによっては、
⾼出⼒でない⽅が適したものもあります。
光刺激（オプトジェネティクス）では⾼出⼒のレーザーが使⽤され
ることが多いですが、退⾊とのトレードオフにもなりますので、
LED光源も選択肢になります。
LED光源にもレーザー光源にもない波⻑が必要な場合には、
Ce:YAG光源にバンドパスフィルターを使⽤して任意の波⻑を
取り出す⽅法があります。

Q. 他社製のLED光源またはドライバーを使⽤できますか。
A. ピンレイアウトが同じであれば使⽤できる可能性がありますが、

保証外です。EPROMによるモデル識別は働きませんので、過電流
による損傷をさけるため、最⼤電流値に気をつける必要があります。
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defined illumination sequences, thus eliminating the need for a function generator. In low-duty cycle
pulsedmode, the software allows to overdrive the LED sources if a higher power is needed. Formul-
tiple channel driver versions, each channel is controlled independently. Although not mandatory for
LED sources, our LED Drivers come with a safety interlock connector and a main key switch. These
safety features are of interest for UV and near infrared LEDs.

Note: The renewed line of Doric LED Drivers has a new connector pinout that does not include pins
for fan power. It is thus essential to use a Fan Power Adapter (FPA; see Table 115) when using Com-
bined LEDs or Combined LEDs with a Fiber-optic Rotary Joint. This power adapter is suitable for up to
4 channels and is sold with correspondingM8 cables.

Table 3: LEDDrivers Specifications

SPECIFICATION VALUE

Maximum current 1 A (2 A overdrive)
Input BNCmodulation 0 - 5 V TTL or analog (400mA/V)
Output BNCmonitoring 0 - 5 V (2.5 V/A)
Output LED connector M8 4-pin female

LEDDriver female pinout

Table 4: LEDDrivers Ordering Codes

Number of Channels Ordering Code

1 LEDD 1
2 LEDD 2
4 LEDD 4
8 LEDD 8*

*8-channel LEDDriver is available on request
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EPROM DATALED anode

LED cathode EPROM GND
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Table 13: Typical Light Sources Output Power vs Optical Fiber Core Diameter

TYPICALOUTPUT POWER (mW)

�
(nm)

��
(nm)

Source
50 µm

(0.22NA)
100 µm
(0.22NA)

200 µm
(0.53NA)

400 µm
(0.53NA)

960 µm
(0.63NA)

Ordering Code

365 ⇠12 LED - - 6.0 23 100 CLED 365

385 ⇠12 LED - - 6.0 23 100 CLED 385

405 <3 LD 100 100 100 100 100 CLDM 405/100

405 ⇠15 LED - - 5.0 23 100 CLED 405

420 ⇠15 LED - - 5.5 23 100 CLED 420

450 <3 LD 75 75 75 75 75 CLDM 450/075

450 ⇠25 LED - - 8.0 23 100 CLED 450

465 ⇠25 LED - - 7.5 23 100 CLED 465

473 <3 LD 70 70 70 70 70 CLDM 473/070

488 <3 LD 50 50 50 50 50 CLDM 488/050

505 ⇠30 LED - - 3.0 12 50 CLED 505

515 ⇠40 LED - - 3.0 9.5 40 CLED 515

520 <3 LD 60 60 60 60 60 CLDM 520/060

525 ⇠30 Ce:YAG - 2.1 21 55 94 Ce:YAG 525/030

550 ⇠110 Ce:YAG - 8.6 94 230 350 Ce:YAG 550/000

559 ⇠34 Ce:YAG - 2.7 29 72 108 Ce:YAG 559/034

560 ⇠100 LED - - 2.0 8.5 40 CLED 560

582 ⇠75 Ce:YAG - 4.7 51 125 181 Ce:YAG 582/075

593 ⇠40 Ce:YAG - 2.5 28 67 93 Ce:YAG 593/040

595 ⇠20 LED - - 2.0 8.5 40 CLED 595

612 ⇠69 Ce:YAG - 3.0 33 79 112 Ce:YAG 612/069

625 ⇠20 LED - - 3.5 14 70 CLED 625

635 ⇠20 LED - - 6.5 25 100 CLED 635

638 <3 LD 80 80 80 80 80 CLDM 638/080

638 <3 LD 120 120 120 120 120 CLDM 638/120

840 ⇠35 LED - - 6.0 22 40 CLED 850

940 ⇠35 LED - - 2.0 10 40 CLED 940

5500K - LED - - 4.5 17 80 CLED W55
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モデル波⻑ バンド幅 光源

出⼒(mW）/ ファイバーコア径,NA

その他 光源


